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SECTION A-A

NOTE:
1. CONCRETE SHALL MEET
REQUIREMENTS OF STANDARD
SPECIFICATIONS.
COARSE AGGREGATE SHALL
CONFORM TO MDOT 6AA
GRADATION.
LIMESTONE AGGREGATE SHALL
BE USED.

2. 30" CURB & GUTTER RADII
WILL BE PAID BY UNIT BID PRICE
FOR 30" CONCRETE CURB &
GUTTER

MEASURED DISTANCE WILL
DETERMINE UNIT BID
QUANTITY FOR CONCRETE
GUTTER AND WILL BE PAID BY
UNIT BID PRICE FOR 48"
CONCRETE GUTTER.  48"
CONCRETE GUTTER WORK WILL
INCLUDE ALL CONCRETE
WITHIN THE OUTLINED AREA.
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THICKNESS VARIES
MATCH HMA
THICKNESS (MIN
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3" HMA -
MINIMUM
(MATCH
EXISTING)

MAX. CROSS SLOPE
PER. ADA 2%

(JOINTS)
TYPR30'SIDEWALK TO

BE RAMPED PER
A.D.A. REQ.

STREET ROW

DUB-DOWN CURB
PER A.D.A. REQ.

MEET EXISTING
GRADE

EXISTING CURB
AND GUTTER

HMA
PAVEMENT
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